
TAGARNO ZIP+
Easy to install, move and use.



Digital microscopes make inspection faster, more comfortable 
and easier to share. They help operators collaborate, document 
findings and make informed quality decisions. 
 
But seeing the detail is only the beginning. Modern 
quality control also requires consistent inspections, reliable 
documentation and tools that turn observations into actionable 
information. 
 
ZIP+ is a compact FHD digital microscope built for tasks where 
the most important thing is getting a clear, magnified view 
of your sample. There is no need for apps, measurements or 
analysis tools, just dependable image quality you can count 
on, every time. Its light weight and single height setting mean 
there is nothing to configure. Setting it up only takes a few 
minutes before you can start inspecting. 
 
With a field of view ranging from 11mm to 290mm, smooth 
60 FPS live imaging and a camera that delivers bright and 
natural colors, ZIP+ gives operators a clear, reliable view of 
PCBs, components and small parts, even as samples are 
moved or handled during inspection.

Inspection made simple.
TAGARNO ZIP+



Key characteristics and benefits 

Large field of view 

With a field of view ranging from 11mm to 290mm using its +4 lens, ZIP+ lets 
you move smoothly between a broader overview and close inspection of fine 
details, while always providing a clear, sharp image of your sample.

FHD imaging at 60 FPS

Smooth imaging at 60 FPS with exceptionally low to near zero latency means 
there’s no lag, even as you move or actively work on your sample directly under 
the microscope, making it an ideal fit for real-time demanding applications. 

Simple and ready to use

With one fixed height setting and a fold flat design that holds its lens at the 
correct working distance, ZIP+ is ready to use straight out of the box. ZIP+ has 3 
magnification presets and a start up magnification setting, letting new operators 
get started with confidence while ensuring consistency across inspections.

Lightweight and portable

At just 2.0 kg and with a compact footprint, ZIP+ is easy to move between 
workstations or locations, making it a flexible choice for teams working across 
multiple sites.

You decide the output

ZIP+ offers USB 3.0 with generic camera drivers as well as HDMI output, 
allowing you to choose the output best suited for your application.



Applications
Electronics

Inspect PCBs, solder joints and component 
placement in high image quality, making it 
easier to identify defects, perform rework and 
document findings throughout production and 
quality control.

Medical Devices 

Inspect medical devices and components in detail, 
with clear, reliable imaging that helps improve 
efficiency and create consistency across quality 
inspections.

Aerospace 

Inspect precision components, surfaces and 
assemblies in detail, making it easier to identify 
visual defects, document findings and support 
consistent quality control of critical parts.

Seed 

Inspect seeds and grains in detail for processes 
such as variety identification, purity determination 
and germination testing, using clear, high-
resolution imaging to support consistent visual
assessment.



Forensic Eyes helps electronics manufacturers 
understand why components fail, turning invisible 
defects into evidence clients can act on. ZIP+ has 
become central to how the team inspects, reports and 
trains.

With a fixed setup and no software to configure, the 
team is up and running within minutes in the lab, on-
site with clients, or in the classroom.

Moving smoothly from a full overview to a tiny crack in 
seconds gives clients the context to trust the findings 
and act on them quickly.

CASE STUDY

“We didn’t know we needed it, and now 
we wouldn’t be without it.”
Suzanne Costello, Founder, Forensic Eyes Limited

Forensic Eyes Limited: Electronics failure analysis, UK
Making the invisible visible for clients



Technical specifications

Lens Magnification range Free working distance Field of view

+4 1.7x - 53x 250mm (9.84”) 11mm - 290mm (0.41” - 11.42”)

Camera specs 

Camera resolution: FHD 1080p, 1920×1080 @ 60/50/30/25Hz, 2MP

Frame rate: 60 frames per second

Optical zoom: 30x

Video output: HDMI + USB 3.0

Aspect ratio: 16:9

Dimensions and weight

Height: 350mm (13.78’’)

Width: 155mm (6.10’’)

Depth: 386mm (15.20’’)

Working depth: 280mm (11.02”)

Weight: 2.0 kg (4.4 lbs)



See TAGARNO ZIP+ in action
The best way to find out if ZIP+ is right for your inspection 
needs is to experience it for yourself. 
 
Book a free, no-obligation demo with a TAGARNO 
specialist. We’ll take the time to understand your samples, 
inspection tasks and workflows and show you how ZIP+ 
can support them.

 
At your site 
See ZIP+ in your own working 
environment and explore its capabilities 
using your actual samples. 
 
Online 
Meet with a TAGARNO specialist 
remotely for a live demonstration and 
get answers to your specific questions.

Choose the demo that works for you 
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